SHARP IV DO

LED IN-GROUND LUMINAIRES

Die cast aluminum housing, 70mm in height.

High quality tempered glass

Stainless steel trim.

Low surface temperature, due to the use of LEDs.

Integral control gear.

Input voltage: 90-264V AC.

LED brand: Cree, Lumileds or Osram.

Pressure load: 3000kg.

Protection class: IP67. _ _
Applications:

Squares, facades, columns etc. Narrow beam Wide beam

Bodyguard Finish Treatment
7-Year Body Warranty
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TECHNICAL DETAILS

Lamp type

Lamp power
Lamp life

Lamp brand
Lamp color
Dimension

CCcT

IP rating

Beam angle
Input voltage
Power supply
Protection class
Operating temperature
Cover

Housing material
Finish color

Load

Wiring

Control
Luminous Flux

ORDERING GUIDE

Stainless steel trim (sign board)

1624001.000 LED  5W
1624002.000 LED  5W
1624003.000 LED  5W
1624004.000 LED  5W

Stainless steel trim (monochrome)

1629011.000 LED  18x1W
1629012.000 LED  18x1W
1629013.000 LED  18x1W
1629014.000 LED  18x1W
1629015.000 LED  18x1W

Stainless steel trim (RGB)
1629008.000 LED  18x1W

RGB

LED

5W/ 18x1W
50000h
OSRAM / CREE

White / Red / Green / Blue / Amber

$314x80
3000K-6000K

P67

15°/30° /45° / 60°
AC220V-240V
Integrated

Class I

-20°C~50°C
Stainless steel

Die cast aluminum
Silver grey / Silver black
3000Kgs

Parallel

DMX512 / DSI / DALI / 1-10V

1500Im (18x1W)

(white )
(white)
(white )
(white )
(white)
(red)
(green)
(‘blue)
(amber)
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GROUND-RECESSED LUMINAIRES A



PHOTOMETRICS

1624001.000 1624002.000 1624003.000 1629011.000 1629012.000

1624004.000

DIMENSIONS

Stainless steel trim

Aluminum trim

Tempered glass

e
7 § Silicone gasket

5 Sign board (optional)
Stainless steel trim

Opal diffuser (optional)

Light baffle »314

PCB with LEDs

LED driver & 80
Controller

Housing

Ultra-thin design

BEAM SPREAD

15° 30° 45° 60°
Clear Lens

Narrow beam Wide beam Please specify the beam angle when

ordering.
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ACCESSORIES

1624003.000

1624001.000 1624002.000

©302

Recessing box

=
c9)
[ Weight : 1.5Kg

8310001.000

1624004.000

INSTALLATION

Innovative anti-theft design,
reduces the risk of theft.

]I]' TF' Wi (4x) screws

stainless steel trim

Groove ‘
= fixture mv T ]I],

concrete

seepage layer
Step 2 Step 3

water absorption sand
Step 1

Bodyguard Finish Treatment
7-Year Body Warranty
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