Bl SHARPI

Tips:
30cm drainage gravel or drainage pipe must

be used under the recessing box to evacuate
the water.

Not suitable forimmersion in water foralong time.

Seepage Layer

Spot 20° rotatable

Pure anodized aluminum reflector, Ideal for lighting up columns, flagpoles, tall trees etc.

different beam spreads for choice.

Symmetrical
Ideal for lighting up entrances, trees etc.

Asymmetrical
Ideal for wall washing applications.

®
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GROUND-RECESSED LUMINAIRES B

Stainless steel trim

Stainless steel trim e )

| ——— Code Lamp Angel kg A IP
Dlecasialummummm—u Tempered glass 0307047.000 CDM-TC 70 W G8.5 8° 5000 0.98 67
o 0307048.000 CDM-TC 70W G8.5 14° 5000 098 67
0307049.000 CDM-TC 70W G8.5 30° 5000 098 67

N i 0307065.000 CDM-TC 35W G8.5 8 5000 098 67

g 0307066.000 CDM-TC 35W G8.5 14° 5000 0.98 67

- 0307067.000 CDM-TC 35W G8.5 30° 5000 098 67

Optics

Diecast Aluminum trim

N Code Lamp Angel kg A IP
0307050.000 CDM-TC 70W G8.5 8° 5000 0.98 67
0307051.000 CDM-TC 70W G8.5 14° 5000 0.98 67
0307052.000 CDM-TC 70W G8.5 30° 5000 0.98 67
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Black Grey
Code Lamp Load (kg) P
0307053.000 LED monochrome 5000 67
0307054.000 LED RGB 5000 67

Lens. 8° 25° 45°

The Light of Technology



GROUND-RECESSED LUMINAIRES M

Black Grey

0O

Lamp Load (kg) P
CDM-T 70W G12 5000 9° 67
CDM-T 70W G12 5000 22° 67
CDM-T 150W G12 5000 9° 67
CDM-T 150W G12 5000 22° 67
——031 4
Black Grey
Code Lamp Load (kg) IP
0307070.000  CDM-TD 70W Rx7S 5000 67
0307071.000 CDM-TD 150W Rx7S 5000 67

—0314——

RS U/ M—

—— 368 ——
—— 090 ——

Accessories

1 8501066.000 Honeycomb lens

[ 7 8501067.000 Elliptical spread lens

8501068.008 Colorfilter -green
8501068.014 Color filter -red

8501068.016 Color filter -blue
8501068.017 Color filter -yellow

8501069.000 Half shield
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Bl SHARPI

Black Grey

el iz eO

Load (kg) A  Beam [P

098 13° 67
1.8 17° 67

Lamp

e
0307001.000 CDM-T 70W G12 5000
0307002.000  CDM-T 150W G12 5000 ]

COM-T 20° rotatable
/_:/ 20

. 0o 1
Code Lamp Load (kg)
0307003.000  CDM-T 70W G12 5000
0307004.000 CDM-T 150W G12 5000

COM-T 20° rotatable ﬂ 200
f:/ 20° - V
m U
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GROUND-RECESSED LUMINAIRES B

Black Grey

@ L v

Stainless steel trim

Die cast aluminum trim

Black Grey

(G

Stainless steel trim

Die cast aluminum trim

www.ad-lighting.com

Code Lamp Load (kg)
0307005.000 CDM-TD 70 W Rx7s 5000
0307006.000 CDM-TD 150 W Rx7s 5000
CDM-TD
Code Lamp Load (kg)
0307007.000 CDM-TD 70 W Rx7s 5000
0307008.000 CDM-TD 150 W Rx7s 5000
CDM-TD
=
Code Lamp Load (kg) A IP
0307009.000 CDM-TD 70 W Rx7s 5000 0.98 67
0307010.000 CDM-TD 150 W Rx7s 5000 1.8 67

cd/10001

90']

¥

Cd/1000l

Code Lamp Load (kg) A IP
0307011.000 CDM-TD 70 W Rx7s 5000 0.98 67
0307012.000 CDM-TD 150 W Rx7s 5000 1.8 67

Cd/1000!

4u

90']

v

cd/1000l
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Heat sink can reduce the surface temperature
of 150W Sharplto75° C,while70Wto45° C.

SafeTouch

Safe Touch Logo

Thelogo means the
glass surface is safe
to touch and its
temperature complies
with EN60598-2-13.

Heat Sink

Temperature< 70° C

® 2,
Meaasnam

Concrete

Seepage Layer

Withstand up to 3000kg

Sand

Installation
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GROUND-RECESSED LUMINAIRES B

Black Grey

ez @O

Code Lamp Load (kg) Tem. Beam A IP

0307062.000 CDM-T 150 W G12 3000 < 70° C 10° 1.8 67
0307063.000 CDM-T 150 W G12 3000 < 70° C 22° 1.8 67
0307064.000 CDM-T 150 W G12 3000 < 70° C 35° 1.8 67

CDM-T 9420
Code Lamp Load (kg) Tem. A IP

0307023.000 HIT-DE 150 W Rx7S 3000 < 70° C 18 67

HIT-DE 9420
S e S
Code Lamp Load (kg) Tem. A 1P

0307024.000 HIT-DE 150 W Rx7S 3000 < 70° C 18 67

HIT-DE
q
g
e o
g
g

Code Lamp Load (kg) IP
0307074.000 CDM-TD 150W Rx7s 3000 67

JR— S F—

—— 368 ——
—_——090 ——

Code Lamp Load (kg) Beam
CDM-T 150W G12 3000 9°
CDM-T 150W G12 3000 22°
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B SHARP I

Black Grey

e lw

Load (kg) Beam

10°
10°
22°

Stainless steel trim

Lamp Load (kg) Beam A IP
CDM-T 70 W G12 5000 10° 0.98 67
CDM-T 150 W G12 5000 10° 1.8 67
CDM-T 70W G12 5000 22° 0.98 67
CDM-T 150 W G12 5000 22° 1.8 67
CDM-T 70 35° .
CDM-T 15
Die cast Aluminum trim
J; Black Grey
“elr @O
Code Lamp Load (kg) A IP
0307029.000 CDM-TD 70 W Rx7s 5000
0307031.000 CDM-TD 70 W Rx7s 5000
CDM-TD ﬁ — P31 d
Stainless steel trim
Code Lamp Load (kg)
0307030.000 CDM-TD 150 W Rx7s 5000
0307032.000 CDM-TD 150 W Rx7s 5000

Die cast Aluminum trim
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GROUND-RECESSED LUMINAIRES B

Black Grey

«“elz OO0

Code Lamp Load (kg) A IP
0307033.000 CDM-TD 70 W Rx7s 5000 0.98 67
0307035.000 CDM-TD 150 W Rx7s 5000 1.8 67
CDM-TD
o=
Stainless steel trim
Code Lamp Load (kg) A IP
0307034.000 CDM-TD 70 W Rx7s 5000 0.98 67
0307036.000 CDM-TD 150 W Rx7s 5000 1.8 67

CDM-TD

Die cast Aluminum trim

Accessories

Cd/1000}

8501060.000
Honeycomb lens

8501061.000
Elliptical spread lens

8501062.000

Color filter

200-09000040
Frosted glass lens

Recessing box is supplied with the luminaires, no need to order separately.

www.ad-lighting.com

For 70W lamp version
Temperature< 75° C

With stainless steel trim, the
luminaire can withstand up to
5000kg load.

For 150W lamp version
Temperature< 96° C

160



