B SHARPII

Shortheight, 155mm, ideal for applications with depth constraints.
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GROUND-RECESSED LUMINAIRES B

Black Grey

e v OO0

Code Lamp Beam Load (kg) Lx 2
0308003.000 CDM-T 35W G12 6° 5000 2470 ;
0308009.000 CDM-T 70W G12 6° 5000
0308004.000 CDM-T 35W G12 12° 5000 0
0308010.000 CDM-T 70W G12 12° 5000 :
NREE 1541 2
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CDM-T Lx 2
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307 130 2
0 1 3 4m
Stainless steel trim
Code Lamp Beam Load (kg) A IP 1 2
0308006.000 CDM-T 35W G12 6° 5000 0.5 67 2470 ;
0308012.000 CDM-T 70 W G12 6° 5000 0.98 67
0308007.000 CDM-T 35W G12 12° 5000 0.5 67 0
0308013.000 CDM-T 70W G12 12° 5000 098 67 ;
618 e,
0 1 2 3 4m
CDM-T ——$300=—— ——@300—ro 5 2
ﬁ A 11061 1
Ef==5) g 0
[ 1
2765
122976917 2
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Diecast Aluminum trim
J; . Black Grey
ez @0
Code Lamp Load (kg) A IP
0308001.000 CDM-TD 70 W Rx7s 5000 098 67
CDM-TD
e
Stainless steel trim
Code Lamp Load (kg) A IP
0308023.000 CDM-TD 70 W Rx7s 5000 098 67
CDM-TD = 300=—— cab—
e

Die cast aluminum trim
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B SHARPII

Black Grey

@/

Code Lamp kg A IP
0308002.000 CDM-TD 70 W Rx7s 5000 0.98 67
CDM-TD

EEEeER
Stainless steel trim
Code Lamp kg A IP
0308024.000 CDM-TD 70 W Rx7s 5000 0.98 67
COM-TD
EESeE

Die cast aluminum trim

Accessories

8501060.000
Honeycomb lens

8501061.000
Elliptical spread lens

8501062.000
Color filter

200-09000040
Frosted glass lens

Recessing box is supplied with the luminaires, no need to order separately.
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GROUND-RECESSED LUMINAIRES B
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B SHARPIILED
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Opal plasticlens underneath tempered glass for diffusing light.

Integral control gear.

Input voltage: 175-265V AC.

LED brand: Cree, Lumileds or Osram.
Protection class: IP65.

Applications:
Decorative lighting for squares, parks, corridors etc.
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GROUND-RECESSED LUMINAIRES B

Black Grey

O
|

Code Lamp Color Load (kg) IP
1623001.000 LED 9x1W RGB 5000 67

ﬂ
Code Lamp Color Load (kg) IP g
1623002.000 LED 9x1W  white 5000 67 ||
1623003.000 LED 9x1W red 5000 67
1623004.000 LED 9x1W green 5000 67
1623005.000 LED 9x1W  blue 5000 67 —
1623006.000 LED 9x1W amber 5000 67
Code Lamp Color Load (kg) IP @
1623007.000 LED 5x1W white 5000 67
1623008.000 LED 5x1W red 5000 67
1623009.000 LED 5x1W green 5000 67
1623010.000 LED 5x1W blue 5000 67
1623011.000 LED 5x1W amber 5000 67 |8310002.000

Recessing box

Concrete

Seepage layer

Seepage Layer

300mm

Sand

Concrete

>100mm

=50mm

Step 3

Innovative anti-theft design
reduces the risk of theft.

Step 4
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