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Stainless steel or die cast aluminum trim.

Heavy-duty die cast aluminum housing.

“Bodyguard” finish treatment, 7-year warranty.

High quality tempered glass, 19mm thick.

Pure anodized aluminum reflector, modular design,

easy installation & maintenance.

Beamangle:6° ,12° ,24° ,45° .

Gel-filled cable entry to prevent the ingress of water.
Protective vent keeps out water & dirt, but let the luminaire
breathe with changing environmental conditions, eliminating
condensation & contamination.

Patented heat sink reduces the surface temperature to meet
therequirements of EN60598-2-13.

Protection class: IP67.

Applications:
Facades, columns, flagpoles, trees etc.
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Black Grey
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Stainless steel trim

Die cast aluminum trim
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Code Lamp Beam Load(kg) A IP
0309001.000 CDM-T 35W G12 6° 5000 05 67
0309002.000 CDM-T 35W G12 120 5000 0.5 67
0309003.000 CDM-T 35W G12  24° 5000 0.5 67
0309009.000 CDM-T 70 W G12 6° 5000 098 67
0309010.000 CDM-T 70 W G12 12° 5000 098 67
0309011.000 CDM-T 70 W G12 24° 5000 098 67
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Code Lamp Beam Load(kg) A IP
0309005.000 CDM-T 35W G12 6° 5000 05 67
0309006.000 CDM-T 35W G12 12° 5000 05 67
0309007.000 CDM-T 35W G12 24° 5000 05 67
0309013.000 CDM-T 70W G12 6° 5000 0.98 67
0309014.000 CDM-T 70W G12 12° 5000 0.98 67
0309015.000 CDM-T 70 W G12 24° 5000 098 67
CDM-T —=0198 =— —=0198 =—0
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Code Lamp Beam Load (kg) A IP
0309018.000 CDM-T 35W G12 6° 5000 05 67
0309019.000 CDM-T 35W G12 18° 5000 05 67
9020. CDM-T 35W G12 30° 5000 05 67
8 31 CDM-T 70W G12 6° 5000 098 67
. CDM-T 70W G12 18° 5000 098 67
0309023.000 CDM-T 70 W G12 30° 5000 0.98 67
CDM-T —= 9198 = —=0198 =—0H
Stainless steel trim
Note: tiltable+15°,358° rotatable
Code Lamp Beam Load (kg) A IP
0309024.000 CDM-TC 35W G8.5 5000 05 67
0309025.000 CDM-TC 70 W G8.5 5000 05 67
——= 198 =—— ——=¢198 =—0
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Stainless steel trim

Note: tiltable 15°,358° rotatable
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Accessories

_ 8501063.000

Honeycomb lens

=== 8501064.000

/%\ Elliptical spread lens

Py 8501071.000

Color filter

8501065.000

Frosted glass lens

Recessing box is supplied with the luminaires, no need to order separately.
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Black Grey
Code Lamp A Windows P
0310001.000 CDM-T 35W G12 0.5 1 67
0310002.000 CDM-T 70W G12 0.98 1 67
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1 Light Sector
Black Grey
Code Lamp A Windows P
8%11881888 CDM-T 35W G12 0.5 2 67
11002. CDM-T 70W G12 0.98 2 67
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CMT-T

2 Light Sector

Black Grey
Code Lamp A Windows P
0312001.000 CDM-T 35W G12 0.5 4 67
0312002.000 CDM-T 70W G12 0.98 4 67
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4 Light Sector
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