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Industrial Design Award

RGB color mixing White White
with anti-glare hood
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Die cast aluminum housing.
“Bodyguard” finish treatment,7-year warranty.
Integral cooling ribs for efficient heat dissipation.
Light head and control gear are separate,
minimizing the effect of heat on the electronic components.
Specifically designed combi-reflector allows more
flexibility in controlling light distribution.
LED brand: Cree, Lumileds or Osram.
Protection class: IP65.

Applications:
Facades, trees, sculptures etc.
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LED-FLOODLIGHTS I
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— 9x1W LEDs.
15° beam, with combi-reflector.

Lockable pivot bracket allows for 120° tilt & 100° rotation.

Code Lamp Color Kg IP 15"
1605001.000 LED 9x1W AC220V  white 2.2 65

1605002.000 LED 9x1W AC220V  green 2.2 65 000
1605003.000 LED 9x1W AC220V  amber 2.2 65 000
1605004.000 LED 9x1W AC220V blue 22 65 000
1605005.000 LED 9x1W AC220V  red 2.2 65 Y
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18xTW LEDs.
15° beam, with combi-reflector.

Lockable pivot bracket allows for 120° tilt & 100° rotation.

Code Lamp Color Kg IP

1605006.000 LED 18x1W AC220V  white 2.8 65
1605007.000 LED 18x1W AC220V green 2.8 65
1605008.000 LED 18x1W AC220V amber 2.8 65
1605009.000 LED 18x1W AC220V blue 2.8 65
1605010.000 LED 18xTW AC220V red 2.8 65
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36x1W LEDs.
15° beam, with combi-reflector.
Lockable pivot bracket allows for 120° tilt & 100° rotation.

Code Lamp Color Kg IP 15

1605011.000 LED 36x1W AC220V  white 3.8 65 | 2

1605012.000 LED 36x1W AC220V green 3.8 65 895999 |eo 995889
1605013.000 LED 36x1W AC220V amber 3.8 65 8833381~ 898888
1605014.000 LED 36x1W AC220V  blue 38 65 |, —& elelejelele
1605015.000 LED 36x1W AC220V  red 38 65 (=i~ e "
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RGB color mixing.

DMX controllable.

9xTW LEDs.

10° /38° beam, with combi-reflector.

Lockable pivot bracket allows for 120° tilt & 100° rotation.
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Code Lamp Color Kg IP o 107 /38°
1604001.000 LED9x1W AC220V RGB 22 65 e 500
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RGB color mixing.

DMX controllable.

18x1W LEDs.

10° /38° beam, with combi-reflector.

Lockable pivot bracket allows for 120° tilt & 100° rotation.

100°
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Code Lamp Color Kg [P 10° /38°
1604002.000 LED 18x1TW AC220V RGB 2.8 65 198 35
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RGB color mixing.

DMX controllable.

36x1W LEDs.

10° /38° beam, with combi-reflector.

Lockable pivot bracket allows for 120° tilt & 100° rotation.

10°/38°
Code Lamp Color Kg IP 198 47
833388 000000
1604003.000 LED36x1W AC220V RGB 3.8 65 085508 |12 slelelele’e!
000000 ||~ OO0Q0JQ
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LED-FLOODLIGHTS I

ACCESSORIES

8301070.000 8301071.000 8301072.000
@ Anti-glare hood @ Anti-glare hood @ Anti-glare hood

oW 18W 36W

Liede Bridge, Guangzhou
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