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LIGHTING

High power LED landscape light
RoHs ( € IPss ()

RGB 5C type

B3BUB0536 B3BUNO0536
B3BUB0518 B3BUNO0518




L0106D023LK 6° L0O120D023LK 20°

et

L0113D023LK 13° LO130D023LK 30°

Specifications
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Optical lens, efficiency=85%

IP-68 PG-9 copper and nickel coated
Molding shaped silicone double seal
CREE XP-E LED

heat conductivity =2.0w/mk

Constant current output

Single color LED=1-circuit output

RGB 3in1 LED =3-circuit output
-20C~40°C

HO5RN-F 2X1.0mm? L=2m (low voltage)
HO5RN-F 3X1.0mm?* L=2m (high voltage)
HO5RN-F 4X0.75mm’ L=2m (for RGB)
PVC

Powder coated die-casting aluminum

Excellent heat conductivity aluminum, coefficient of

LIGHTING

gc
B3BUB0536 5X2W CREE B13 120240 130v=a0 BN oolwhite=230
5X2W R=155
B3BUB0S18 oo, B4 30 24vDC G=244 15.5 220
B3BUN0536 5X2W CREE B13 20 120/240 = 120V=95  aolwhite=130
5x2W R=155
B3BUNO518 o2V, B4 30 24V DC G=244 15.5 220

Graphical Representation for B3BUB0536 warm white light
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Light Distribution Curve [Unit: cd]
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65 /176 South Creek Rd / Cromer / NSW 2099 / Australia

P. 02 9982 5005
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