B Z0USI

CNCmachined aluminum housing.

“Bodyguard” finish treatment,7-year warranty.
Integral cooling ribs for efficient heat dissipation.

Pivot bracket allows for45° tilt.
Compact size, maintenance free.
Integral control gear.

Input voltage: 220-240V AC.

LED brand: Cree, Lumileds or Osram.
Protection class: IP65.

Applications:
Facades, columns, trees etc.
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Base mounted.

3x3W LEDs.

15° /30° /45° /60° beam.

Lockable pivot bracket allows for 45° tilt.

Code Lamp Color Kg IP 15° /30° /45" /60°
1641002.000 LED 3x3W 700mA AC220V white 1.2 65 tens

1641003.000 LED 3x3W 700mA AC220V red 1.2 65

1641004.000 LED 3x3W 700mA AC220V green 1.2 65

1641005.000 LED 3x3W 700mA AC220V blue 1.2 65

1641006.000 LED 3x3W 700mA AC220V amber 1.2 65 2‘

Mounting Dimension
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Suspension mounted.
3x3W LEDs.

15° /30° /45° /60° beam.
Lockable pivot bracket allows for 45° tilt.

Code Lamp Color Kg IP
1642001.000 LED 3x3W 700mA AC220V white 1.0 65
1642002.000 LED 3x3W 700mA AC220V red 1.0 65
1642003.000 LED 3x3W 700mA AC220V green 1.0 65
1642004.000 LED 3x3W 700mA AC220V blue 1.0 65
1642005.000 LED 3x3W 700mA AC220V amber 1.0 65

Mounting Dimension
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Earth spike mounted.
3x3W LEDs.

15° /30° /45° /60° beam.
Lockable pivot bracket allows for 45° tilt.

Code Lamp
1643001.000 LED 3x3W 700mA AC220V white 22 65
1643002.000 LED 3x3W 700mA AC220V red 22 65

1643003.000 LED 3x3W 700mA AC220V green 22 65
1643004.000 LED 3x3W 700mA AC220V blue 22 65
1643005.000 LED 3x3W 700mA AC220V amber 22 65
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Ceiling surface mounted.
3x3W LEDs.
15° /30° /45° /60° beam.

Code Lamp Color Kg IP 000 — 15° /30° /45° /60° [ ]
1644001.000 LED 3x3W 700mA AC220V white 1.0 65 WZ ] tens
1644002.000 LED 3x3W 700mA AC220V red 1.0 65
1644003.000 LED 3x3W 700mA AC220V green 10 65 S
1644004.000 LED 3x3W 700mA AC220V blue 1.0 65
1644005.000 LED 3x3W 700mA AC220V amber 1.0 65 . |
o=

Mounting Dimension
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